Table 10c-9

SOLID STREAM SAMPLING LOCATION AND FREQUENCY SCHEDULE

MCBH KANEOHE BAY – WASTEWATER TREATMENT PLANT

	PARAMETER
	Sample Type
	Sample Volume
	Primary Clarifier Sludge
	Secondary Clarifier Sludge
	Primary Digester
	Primary Digester Supernatant
	Secondary Digester
	Secondary Digester Supernatant
	Disgested Sludge (To Bed)
	Chlorine Contact Tank
	Retention Pond
	Grit

	% Total Solids (1)
	DISC
	500 mL
	2X M*
	2X M*
	2X M
	2X M*
	2X M
	2X M*
	As Needed (2)
	M*
	M*
	M*

	% Volatile Solids (1)
	DISC
	500 mL
	2X M*
	2X M*
	2X M
	2X M*
	2X M
	2X M*
	As Needed (2)
	M*
	M*
	M*

	PH 
	DISC
	250 mL
	2X M*
	2X M*
	2X M*
	2X M*
	2X M*
	2X M*
	As Needed (2)
	M*
	M*
	

	Temperature
	DISC
	250 mL
	
	
	2X M*
	2X M*
	2X M*
	2X M*
	As Needed (2)
	
	M*


	

	Alkalinity (1)
	DISC
	500 mL
	
	
	2X M*
	
	2X M*
	
	
	
	
	

	Volatile Solids (1)
	DISC
	500 mL
	
	
	2X M*
	
	2X M*
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	Cadmium, Copper, Lead, Nickel, Zinc, Total Pet. Hydrocar. (1)
	DISC
	1000 mL
	
	
	
	
	
	
	As Needed  (3)
	
	
	


*    -- NPDES Monitoring Requirement

(1) -- Testing performed by PWC Pearl Harbor.  Samples shall be provided to PWC Pearl Harbor.

(2) – Each occurrence when sludge beds are flooded.

(3) – Each occurrence prior to removing dry sludge from bed to the landfill. Results of tests by certified testing lab needs to be received prior to removal of sludge.

Legend:






Note: See NPDES Permit for details of requirements.

D = Daily








W = Weekly

M = Monthly

A = Annual

DISC = Discrete/Grab

COMPOS = 24-hour Composite
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